
Magnet conditioned at 450 A.  No steering.  Coil 26

File I GL Multipoles in % of n=2 at R = 14 mm I
Name (A) (T) n=3 n=4 n=5 n=6 n=10 (A) GL/I

R177QN80.1 350.25 2.7367 0.02 0.01 0.03 0.54 0.22 350.25 7.814E-03
R177QN80.2 325.61 2.5490 0.02 0.01 0.02 0.53 0.22 325.61 7.828E-03
R177QN80.3 299.71 2.3481 0.02 0.01 0.02 0.52 0.22 299.71 7.835E-03
R177QN80.4 274.60 2.1530 0.02 0.01 0.03 0.52 0.22 274.60 7.840E-03
R177QN80.5 250.52 1.9660 0.02 0.01 0.02 0.52 0.22 250.52 7.848E-03
R177QN80.6 200.28 1.5737 0.02 0.01 0.02 0.51 0.22 200.28 7.857E-03
R177QN80.7 150.11 1.1818 0.02 0.01 0.02 0.51 0.22 150.11 7.873E-03
R177QN80.8 99.90 0.7894 0.02 0.00 0.02 0.51 0.22 99.90 7.901E-03
R177QN80.9 50.22 0.4002 0.02 0.00 0.02 0.50 0.22 50.22 7.969E-03

R177QN80.10 0.01 6.63E-3 - - - - - 5.100E-01

CCL Prototype
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4/30/01 Quad Only
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